
180 LF TRENCH DRAIN (NEUTRAL
SLOPED TRENCH DRAIN), GRADE

TO BE FLUSH WITH EXISTING,
REFER TO DETAIL A, THIS SHEET

TRENCH DRAIN HIGH POINT

CONTRACTOR TO CORE HOLE
THRU CURB & SLEEVE & GROUT
IN 4" SCH. 40 PVC DRAIN PIPE.
PROVIDE A SAFE, CLEAN EDGE,

FREE FROM SHARP EDGES.

CONTRACTOR TO CORE HOLE
THRU CURB & SLEEVE & GROUT
IN 4" SCH. 40 PVC DRAIN PIPE.
PROVIDE A SAFE, CLEAN EDGE,
FREE FROM SHARP EDGES.

20 LF 4" SD @ MIN S= 0.5%

39' 31'

19'-6"

QCV ±5' FROM EDGE OF FENCE.
TRANSITION TO 4" SCH 40 PRIOR

TO QCV.
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CONTRACTOR TO CORE HOLE
THRU CURB & SLEEVE & GROUT
IN 4" SCH. 40 PVC DRAIN PIPE

TO DAYLIGHT THE OUTLET.
PROVIDE A SAFE, CLEAN EDGE,

FREE FROM SHARP EDGES.

CONTRACTOR TO CORE HOLE
THRU CURB & SLEEVE & GROUT
IN 4" SCH. 40 PVC DRAIN PIPE

TO DAYLIGHT THE OUTLET.
PROVIDE A SAFE, CLEAN EDGE,

FREE FROM SHARP EDGES.

QCV ±5' FROM EDGE OF FENCE.
TRANSITION TO 4" SCH 40 PRIOR
TO QCV.
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4", TYP.

TRENCH DRAIN NTS

NOTE:

1. PROVIDE 1" DEEP SAW CUT JOINT AT EVERY OTHER TRENCH DRAIN JOINT

ACODRAIN 4" WIDE KASSIK TRENCH DRAIN
(PART# K1-00 FOR NEUTRAL CHANNEL)
WITH GALVANIZED PERFORATED STEEL
GRATES, LOAD CLASS A

TRENCH DRAIN, 12" MAX GRATE
OPENING, REFER TO
SPECIFICATIONS

COMPACTED SUBGRADE,
REFER TO SPECIFICATIONS

CONCRETE BACKFILL
WITH MEDIUM BROOM
FINISH LENGTHWISE

EXISTING ASPHALT
PAVING

EXISTING 4" WIDE
FIELD EDGEBAND

NOTE: TRENCH DRAIN TOP OF CHANNEL

EDGE SHALL BE SET 18" BELOW ELEVATION
OF CONCRETE EDGEBAND AND ASPHALT
PAVING

8" #3 SMOOTH DOWEL, CORE
DRILLED INTO EXISTING
CONCRETE EDGEBAND, MIN 2.5"
EMBEDMENT, 48" O.C. SPACING.

#4 REBAR CONT.

A

DESCRIPTIONSYM DTL REF
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A
TRENCH DRAIN

4" BOTTOM OUTLET LOCATION

GENERAL NOTES:
1. CONTRACTOR SHALL FIELD VERIFY DIMENSIONS AND REVIEW SITE
CONDITIONS PRIOR TO ORDERING MATERIALS.
2. CONTRACTOR IS RESPONSIBLE FOR SURVEY AND LAYOUT, IF NEEDED.

3. CONTRACTOR IS RESPONSIBLE FOR PATCHING/ RESTORING EXISTING
CONDITIONS IN ORDER TO INSTALL WORK.


