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CONC. FILLED METAL DECK, PER SSD

4 PCF MINERAL WOOL BATT
INSULATION, CUT TO SHAPE
OF FLUTE

2 FLUTES WIDE BY 14 GA. STEEL
PLATE, SEE S-111 FOR
ATTACHMENT

HEAD TRACK & ATTACHMENT
DETAIL, SEE S-111

FLEXIBLE ACOUSTIC SEALANT, OR
FIRE STOP SEALANT, 5/8" MIN AT
FIRE RATED PARTITION, INSTALL
FLUSH WITH EACH WALL SURFACE,
TYP.
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5/8" GWB, HT PER WALL TYPE SCHD.

4" METAL WALL STUD WITH
ACOUSTIC INSULATION

UL LISTING # HW-D-0111 SIMILAR

CONC. FILLED METAL
DECK, PER SSD

4 PCF MINERAL WOOL BATT
INSULATION, CUT TO SHAPE OF
FLUTES, USE FIRE RESIST. SAFING
INSULATION AT RATED WALL

1
/4
"

HEAD TRACK, SEE 14/S-111
FOR ATTACHMENT

4" METAL STUD WALL &
ACOUSTIC INSULATION, TYP.

5/8" GWB, HT. PER WALL
TYPE SCHD.
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UL LISTING # HW-D-0020

ACOUSTICAL SEALANT

5/8" GWB

ADDITIONAL LAYER OF GWB OR
WALL FINISHES, PER SCHD.

4" WALL STUD, PER SCHEDULED

ACOUSTIC INSULATION, TYP.

WALL BASE, PER SCHD

ACOUSTIC SEALANT,
OR FIRE STOP
SEALANT 5/8" MIN. AT
FIRE RATED
PARTITION

FINISH FLOOR PER SCHD.

BOTTOM TRACK AND
ANCHORAGE, SEE S-112

FLOOR SLAB,

M
IN
.

1
/2
"

UL LISTING # BW-S-0007 SIMILAR
S.S.D.

VARIES

MAX.

1' - 4"

CONC. PILASTER,
SSD

7/8" HATCH CHANNELCONT. GYP. BD.
SPAN ACROSS
PILASTER

4" METAL STUD,
FURRING WALL

ADDITIONAL LAYER OF
GYP. BD., WHERE OCCUR

ACOUSTICAL INSULATION,
TYP.

CONT. GYP. BD. SPAND
ACROSS COLUMN, TYP.

4" METAL STUD
WALL, PER WALL
TYPE SCHD, TYP.

STEEL COLUMN, SSD.

7/8" FURRING
HATCH
CHANNEL, TYP.

CORNER
BEAD, TYP.

CONCRETE WALL, SSD.

7/8" FURRING HATCH
CHANNEL, LOCATE TO
SUPPORT END OF
GYP. BD., TYP.

STEEL COLUMN, SSD.

5/8" GWB CONT.
TO +6" ABOVE
CEILING, TYP.

3 1/2" X 1 1/2" 20
GAUGE ANGLE,
TYP.

METAL CORNER
BEAD

1' - 0" 6"

9
"

3" DOWNSPOUT
W/INSULATION, SPD.

COLUMN CAP/BASE, SSD

FLOOR BEAM BELOW

7/8" FURRING
HATCH CHANNEL

4" METAL STUD

CORNER BEAD, TYP.

CORNER GUARD TYP.
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ADDITIONAL LAYER
OF GYP. OR FINISHES,
PER SCHD.

ACOUSTIC
INSULATION

BRACE
FRAME, SSD.

4" METAL STUD
@ 16" O.C.
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5/8" GWB,
PER SCHD.

FF

RUNNER TRACK AND
ANCHORAGE PER SSD.

CONTINUE 5/8" GWB

FLOOR SLAB, SSD.

2ND LAYER GWB OR
WALL FINISHES PER
SCHEDULED

HEAD TRACK AND
ANCHORAGE PER SSD.

5/8" GWB, PER WALL SCHEDULE

CONC. SLAB, SSD

CONC. CURB

6
"

6"

MECH. RM. ADJACENT
RM.

CONT. ACOUSTICAL SEALANT

METAL BOTTOM  TRACK &
ANCHORAGE, SSD.

ACOUSTICAL INSULATION

4" METAL STUD, FURRING
WALL, AS SCHD.

4 5/8" 2" 4 5/8"

FF

OR AT CONCRETE WALL / PILASTER

15 1/2" MIN. AT 1 SIDE COMPACTMENT

WATERPROOF
MEMBRANE ON
CONCRETE SLAB

CERAMIC FLOOR TILE

CERAMIC WALL TILE

GLASS MAT WRGB

4" METAL WALL STUD

22" MIN. AT BACK-TO-BACK COMPACTMENTS

BACKING AS REQUIRED, SSD.

4" METAL STUD FURRING WALL,
AS SCHEDULED

5/8" GWB

ADDITIONA LAYER OF GYP OR
FINISH, PER SCHEDULED

WALL BASE, PER
SCHEDULED

FINISH FLOOR

2" MIN.

SEE A-914 FOR TILE FLOOR CONDITIONS

C

5

PER SCHEDULED

CURTAIN WALL SYSTEM6"

5/8" GWB CONT. TO
+6" ABOVE CEILING

7/8" HATCH CHANNEL, TYP.

FLEXIBLE BREAK
METAL, PAINT TO
MATCH WALL

3"X1 1/2" LIGHT
GAUGE ANGLE,
TYP.

CORNER
BEAD, TYP.

CORNER
GUARD TYP.

GFRC PANEL FRAME

EDGE OF SLAB BEYOND

STEEL COLUMN, SSD.

4" WALL STUD,
CONTINUE TO
UNDERSIDE OF
STRUCTURE, TYP.

7/8" FURRING
HATCH
CHANNEL,
LOCATE TO
SUPPORT
END OF GYP.
BD., TYP.

CORNER
BEAD, TYP.

GYP. BD. CONT. TO +6"
ABOVE CEILING HT., OR
PER WALL TYPE, TYP.

BATT INSULATION CONT. TO
UNDERSIDE OF STRUCTURE

CORNER GUARD TYP.

3 1/2" X 1 1/2" 20
GAUGE ANGLE,
TYP.

LEVEL 2
651' - 0"

LEVEL 1.5
646' - 0"

FLOOR SLAB

FINISH FLOOR

WOOD BASE

4" METAL FURRING STUD WALL,
WITH BATT INSULATION

CONC. SLAB, SSD.

5/8" GWB CONTINUE
OVER EDGE OF SLAB,
FINISHES PER
SCHEDULED

4" METAL STUD WALL, PER
WALL TYPE SCHEDULED

FF

6
"

3
/8
"

3
/8
"

GYPSUM J-BEAD

CONC. SLAB, SSD

CONC. CURB

MECH. RM. CORRIDOR

CONT. ACOUSTIC SEALANT

BOTTOM  TRACK &
ANCHORAGE, SSD.

ACOUSTIC INSULATION

4" METAL STUD WALL, AS
SCHD.

AS SCHD

INT. PARTITION

FF

2"X2"X6" NAILER @ 12" O.C.

6
"

6"

G
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GRID

1'-4" MAX

1
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4
" 
M
A
X

7
/8
"

3" X 1 1/2" X 16 GA
ANGLE, TYP.

7/8" FURRING HATCH
CHANNEL TYP.

5/8" GWB CONTINUE
TO +6" ABOVE CEILING

CORNER BEAD, TYP.

CORNER GUARD AT
EXPOSED CORNER
NOT PROTECT BY
DOORS OR OTHER
ELEMENTS, SEE PLAN,
TYP.
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"

18

A-910

MECH ROOMEXTERIOR

6
"

1
' -
 6
"

9 1/2" 8 1/2"

8"

AS SCHD

INT. PTN.

CONC. CURB BEYOND

4" METAL STUD WALL,
PER SCHEDULED

4" X 1 1/2" LIGHT GAUGE ANGLE

5/8" GWB CONTINUE
OVER CONC. COLUMN

FURRING HATCH CHANNEL,
LOCATE TO SUPPORT END
OF GYP. BD.

18" X 18" CONCRETE COLUMN

WOOD SHIM, AS REQUIRED

STOREFRONT
SYSTEM, PER SCHD

LOUVER, PER SCHD

SEALANT ANCHOR CLIP AND
FASTENER, PER MANF.

PARTIAL HT. CONC. WALL, SEE ELV.

7

C.8

5/8" GWB CONT.
OVER PILASTER

7/8" FURRING
HATCH CHANNEL,
LOCATE TO
SUPPORT END OF
GWB, TYP.

4" METAL STUD
FURRING WALL

STORM DRAIN,
SPD

CONCRETE PILASTER
& WALL, SSD.

14" MAX.

A-744

16

CORNER BEAD

1
' -
 8
"

LEVEL 2
651' - 0"

FINISH FLOOR

'LC' METAL BEAD

CONT. 5/8" GWB

CONCRETE DECK, SSD.

5
/8
"

4" METAL STUD,
SOFFIT WALL

ACOUSTICAL INSULATION
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 6" = 1'-0"2
WALL HEAD - PARALLEL TO DECK

 6" = 1'-0"3
WALL HEAD - PERP.TO DECK

 6" = 1'-0"1
WALL BASE, TYP.

 1 1/2" = 1'-0"5
FURRING AT PILASTER

 3" = 1'-0"6
COLUMN FURRING - AT INT. WALL

 3" = 1'-0"7
COLUMN FURRING - AT CONC. WALL

 1 1/2" = 1'-0"10
COLUMN FURRING - AT DOWNSPOUT

 3" = 1'-0"8
WALL FURRING AT BRACE FRAME

 3" = 1'-0"15
EDGE OF SLAB FINISHES - AT STAIRS

 3" = 1'-0"14
CONC. CURB AT DOUBLE WALL

 3" = 1'-0"17
PLUMBING WALL

 3" = 1'-0"12
COLUMN FURRING - WITH METAL CAB

 3" = 1'-0"11
COLUMN FURRING - AT GFRC

 3" = 1'-0"19
WALL BASE AT LOBBY

 3" = 1'-0"18
CONC. CURB AT SINGLE WALL

 3" = 1'-0"9
COLUMN FURRING, TYP.

 1 1/2" = 1'-0"4
COLUMN FURRING AT MECH. ROOM

 1 1/2" = 1'-0"20
FURRING AT STORM DRAIN

 3" = 1'-0"16
EDGE OF SLAB - AT LOBBY


